Dynamic measuring of performance parameters for vehicles engines

Martin Pexa, Miroslav Muller, Sergej Hloch

PII: S0263-2241(17)30455-4
DOI: http://dx.doi.org/10.1016/j.measurement.2017.07.021
Reference: MEASUR 4861

To appear in: Measurement

Received Date: 17 January 2017
Revised Date: 11 July 2017
Accepted Date: 13 July 2017

Please cite this article as: M. Pexa, M. Muller, S. Hloch, Dynamic measuring of performance parameters for vehicles engines, Measurement (2017), doi: http://dx.doi.org/10.1016/j.measurement.2017.07.021

This is a PDF file of an unedited manuscript that has been accepted for publication. As a service to our customers we are providing this early version of the manuscript. The manuscript will undergo copyediting, typesetting, and review of the resulting proof before it is published in its final form. Please note that during the production process errors may be discovered which could affect the content, and all legal disclaimers that apply to the journal pertain.
Dynamic measuring of performance parameters for vehicles engines

Martin Pexa¹, Miroslav Muller², Sergej Hloch³

¹ Department for Quality and Dependability of Machines, Faculty of Engineering, Czech University of Life Sciences, Kamýcká 129, 165 21, Prague, Czech Republic, pexa@tf.czu.cz
² Department of Material Science and Manufacturing Technology, Faculty of Engineering, Czech University of Life Sciences, Kamýcká 129, 165 21, Prague, Czech Republic, muller@tf.czu.cz
³ Faculty of Manufacturing Technologies TUKE with a seat in Prešov, email: hloch.sergej@gmail.com

Abstract:
Paper deals with dynamic measurement of performance parameters for selected vehicles engines using incremental sensor attached to the rest bed roller. Data collection was performed with an eight-channel collector. The moment of the inertia is the result of the measurement, which can also be used in the measurement of performance parameters. The external speed characteristics of the engine primarily resulting from the dynamic measurement is the absolute result of the measurement. It can be concluded on the technical conditions of the motor vehicle based on the evaluation of external speed characteristics of the engine. It is possible to maintain consistently good technical state of the motor engine with an appropriate maintenance and contribute to the ecology and the economy of the vehicle operation.

Keywords: moment of inertia of engine, performance parameters, roll test bed

Nomenclature

- \( a_{abm} \): acceleration of rollers of test bed during acceleration of motors, all inertial masses are reduced to the roller circumference, but without moment of inertia of motor (m/s²)
- \( a_{asm} \): acceleration of rollers of test bed during acceleration of motors, all inertial masses are reduced to the roller circumference (m/s²)
- \( a_{av(1,2)} \): acceleration of roller of test bed during acceleration of electric motors on the left (1) and right (2) side of the test bed (m/s²)
- \( a_{adm} \): acceleration of rollers of test bed during deceleration of motors, all inertial masses are reduced to the roller circumference, but without moment of inertia of motor (m/s²)
- \( a_{adsm} \): acceleration of the roller during deceleration testing of electric motors (motors connected), all the inertial masses are reduced to the roller circumference (m/s²)
- \( a_{a(1,2)} \): acceleration of roller of test bed during deceleration of electric motors on the left (1) and right (2) side of the test bed (m/s²)
- \( a_{dv(n)} \): acceleration of rollers of test bed during the acceleration of combustion engine (full supply of fuel) (m/s²)
- \( d_{v(n)} \): acceleration of rollers of test bed while the steps on the clutch (m/s²)
- \( F_{e} \): the overall strength of the electric motors (N)
- \( I \): moment of inertia of the engines (kg.m²)
- \( i_{c} \): overall gear ratio (-)
- \( M(n) \): engine torque as a function of engine speed (Nm)
- \( m_{in} \): mass inertia of the rotating masses reduced to the circumference of rollers excluding an inertia of motor (kg)
- \( m_{in} \): mass inertia of the rotating masses reduced to the circumference of rollers including an inertia of motor (kg)
- \( m_{r} \): inertial mass of rollers of test bed reduced on the circumference (equal for left and right side of test bed) (kg)
- \( m_{r(1,2)} \): inertial mass in the left roller (1) or right (2) side of test bed reduced on the circumference (kg)
- \( n \): measured and calculated combustion engine speed (rpm)
دریافت فوری متن کامل مقاله

امکان دانلود نسخه تمام متن مقالات انگلیسی
امکان دانلود نسخه ترجمه شده مقالات
پذیرش سفارش ترجمه تخصصی
امکان جستجو در آرشیو جامعی از صدها موضوع و هزاران مقاله
امکان دانلود رایگان ۲ صفحه اول هر مقاله
امکان پرداخت اینترنتی با کلیه کارت های عضو شتاب
دانلود فوری مقاله پس از پرداخت آنلاین
پشتیبانی کامل خرید با بهره مندی از سیستم هوشمند رهگیری سفارشات