Accepted Manuscript

Finite element implementation of the coupled criterion for numerical simulations of crack initiation and propagation in brittle materials

Jia Li, Dominique Leguillon

PII: S0167-8442(17)30029-0
DOI: http://dx.doi.org/10.1016/j.tafmec.2017.07.010
Reference: TAFMEC 1915
To appear in: Theoretical and Applied Fracture Mechanics

Received Date: 18 January 2017
Revised Date: 6 July 2017
Accepted Date: 7 July 2017

Please cite this article as: J. Li, D. Leguillon, Finite element implementation of the coupled criterion for numerical simulations of crack initiation and propagation in brittle materials, Theoretical and Applied Fracture Mechanics (2017), doi: http://dx.doi.org/10.1016/j.tafmec.2017.07.010

This is a PDF file of an unedited manuscript that has been accepted for publication. As a service to our customers we are providing this early version of the manuscript. The manuscript will undergo copyediting, typesetting, and review of the resulting proof before it is published in its final form. Please note that during the production process errors may be discovered which could affect the content, and all legal disclaimers that apply to the journal pertain.
**Finite element implementation of the coupled criterion for numerical simulations of crack initiation and propagation in brittle materials**

Jia Li\(^a\)*, Dominique Leguillon\(^b\)

\(^a\) LSPM, CNRS UPR 3407, Institut Galilée, Université Sorbonne Paris Cité, Université Paris 13, F-93430 Villetaneuse, France

\(^b\) Institut Jean Le Rond d'Alembert, CNRS UMR 7190, Sorbonne Universités, UPMC Université Paris 06, F-75005 Paris, France.

\(^*\): Corresponding author

LSPM, CNRS UPR 3407

Institut Galilée, Université Paris 13

99 Avenue Jean-Baptiste Clément,

93430 Villetaneuse, France

Tel : 33 1 49 40 28 89 Fax : 33 1 49 40 39 38

E-mail : jia.li@univ-paris13.fr

**Abstract**

The proposed numerical model for simulating two-dimensional cracking process in brittle materials is based on the coupled criterion (CC) which enters in the general framework of Finite Fracture Mechanics. It states that both the energy and stress conditions should be fulfilled to predict the crack creation in brittle solids. Special numerical approaches were developed in drawing correctly the potential crack paths and to minimize the potential energy with respect to all predicted crack paths. The originality of this work lies in the ability to describe both the initiation and the growth of one or more cracks. Moreover, statistical distributions of flaws can be accounted for. The efficiency and accuracy of the proposed approach were approved by means of several numerical examples for which the solutions are well-known or well-studied in the literature.

**Keywords:** Crack initiation, crack growth, multiple cracking, finite element analysis, brittle or quasi-brittle materials.

1. **Introduction**

Numerical prediction of fracture in solids is a classical challenge for mechanics and computational sciences. Developing efficient and accurate numerical models to simulate fracture behavior has been extensively studied in the last two decades. Even though numerous theoretical and numerical studies exist in the literature in predicting the crack growth, few numerical models are available to predict both the crack initiation and crack growth.
دریافت فوری
متن کامل مقاله

امکان دانلود نسخه تمام متن مقالات انگلیسی
امکان دانلود نسخه ترجمه شده مقالات
پذیرش سفارش ترجمه تخصصی
امکان جستجو در آرشیو جامعی از صدها موضوع و هزاران مقاله
امکان دانلود رایگان ۲ صفحه اول هر مقاله
امکان پرداخت اینترنتی با کلیه کارت های عضو شتاب
دانلود فوری مقاله پس از پرداخت آنلاین
پشتیبانی کامل خرید با بهره مندی از سیستم هوشمند رهگیری سفارشات