Integrating long-term economic scenarios into peak load forecasting: An application to Spain

Julián Moral-Carcedo, Julián Pérez-García

PII: S0360-5442(17)31489-5
DOI: 10.1016/j.energy.2017.08.113
Reference: EGY 11482

To appear in: Energy

Received Date: 12 October 2016
Revised Date: 2 August 2017
Accepted Date: 29 August 2017

Please cite this article as: Moral-Carcedo Juliá, Pérez-García Juliá, Integrating long-term economic scenarios into peak load forecasting: An application to Spain, Energy (2017), doi: 10.1016/j.energy.2017.08.113.

This is a PDF file of an unedited manuscript that has been accepted for publication. As a service to our customers we are providing this early version of the manuscript. The manuscript will undergo copyediting, typesetting, and review of the resulting proof before it is published in its final form. Please note that during the production process errors may be discovered which could affect the content, and all legal disclaimers that apply to the journal pertain.
INTEGRATING LONG-TERM ECONOMIC SCENARIOS INTO PEAK LOAD FORECASTING: AN APPLICATION TO SPAIN

August 30, 2017

Julián Moral-Carcedo (*)
Dpto. An. Económico: TI Económica
Universidad Autónoma de Madrid

Julián Pérez-García (**)
Dpto. Economía Aplicada
Universidad Autónoma de Madrid

(*) Corresponding author. E-mail: julian.moral@uam.es Universidad Autónoma de Madrid. Fac. CC. Económicas. Campus de Cantoblanco. Madrid 28049. Spain.
(**)E-mail: julian.perez@uam.es Universidad Autónoma de Madrid. Fac. CC. Económicas. Campus de Cantoblanco. Madrid 28049. Spain.

Abstract

The treatment of trend components in electricity demand is critical for long-term peak load forecasting. When forecasting high frequency variables, like daily or hourly loads, a typical problem is how to make long-term scenarios - regarding demographics, GDP growth, etc. - compatible with short-term projections. Traditional procedures that apply de-trending methods are unable to simulate forecasts under alternative long-term scenarios. On the other hand, existing models that allow for changes in long-term trends tend to be characterized by end-of-year discontinuities. In this paper a novel forecasting procedure is presented that improves upon these approaches and is able to combine long and short-term features by employing temporal disaggregation techniques. This method is applied to forecast electricity load for Spain and its performance is compared to that of a nonlinear autoregressive neural network with exogenous inputs. Our proposed procedure is flexible enough to be applied to different scenarios based on alternative assumptions regarding both long-term trends as well as short-term projections.

JEL classification: Q4, L94, C53

Keywords: Peak load forecasting, load curve forecasting, long-term scenarios, temporal disaggregation

Highlights:

Grid capacity planning is critically linked to peak demand forecasts.

A methodology to produce long-term hourly peak load forecasting is presented.

Modelling hourly load have to deal with long-term and short-term features.

Long and short-term features are combined by temporal disaggregation techniques.

The method is flexible and allows for what-if simulations, key in grid planning.
دریافت فوری متن کامل مقاله

امکان دانلود نسخه تمام متن مقالات انگلیسی
امکان دانلود نسخه ترجمه شده مقالات
پذیرش سفارش ترجمه تخصصی
امکان جستجو در آرشیو جامعی از صدها موضوع و هزاران مقاله
امکان دانلود رایگان ۲ صفحه اول هر مقاله
امکان پرداخت اینترنتی با کلیه کارت های عضو شتاب
دانلود فوری مقاله پس از پرداخت آنلاین
پشتیبانی کامل خرید با بهره مندی از سیستم هوشمند رهگیری سفارشات