Numerical study on fully-developed turbulent flow and heat transfer in inward corrugated tubes with double-objective optimization

Wei Wang a, Yaning Zhang a, Yongji Li a, Huazhi Han b, Bingxi Li a,⇑

a School of Energy Science and Engineering, Harbin Institute of Technology, Harbin 150001, China
b College of Power and Energy Engineering, Harbin Engineering University, Harbin 150001, China

A R T I C L E   I N F O
Article history:
Received 12 September 2017
Received in revised form 14 November 2017
Accepted 17 December 2017

A B S T R A C T

In this study, numerical calculations are employed to investigate the effect of swirl and spiral flow on enhanced heat transfer and pressure drop in internal transversal and helical corrugated tubes with Reynolds numbers in the range of 10,020–40,060 at a constant wall temperature condition. Additionally, a double-objective optimization is employed to obtain the optimal solutions that balance the improvement of heat transfer and flow resistance and relevant design parameters. The results indicate that two reasons exist for heat transfer enhancement. The first reason corresponds to the transformation of convective heat transfer into a jet impingement heat transfer form at corrugation windward. The second reason corresponds to the severely turbulent pulsation and boundary-layer re-development at the corrugation leeside. The spiral flow exerts a low inhibiting effect on the heat transfer performance and causes a significant reduction in the pressure drop. Additionally, the Pareto front is obtained by the genetic algorithm, and equilibrium points with respect to the optimization values of Nu and fRe correspond to 154.6 and 1663.8, respectively, and the design parameters corresponded to Re = 39,596, Hl/D = 0.024, and p/D = 1.38. Thus, decision-making is performed based on the weight requirement of heat transfer and pressure drop. Optimal solutions are selected from points C–E if heat transfer performance is dominant, and otherwise they are selected from points A–C.

© 2017 Elsevier Ltd. All rights reserved.

1. Introduction

The passive enhanced heat transfer technologies are widely used in compact heat exchangers, and these can improve heat transfer efficiency and reduce their sizes, such as special shaped pipes [1–9] and pipes with kinds of inserts [10–12]. The corrugated tubes have a significant improvement on heat transfer compared with smooth tube, and the increasement of pressure drop is much less than pipes with inserts and some finned tubes. Recently, several studies considered various factors, such as different corrugation shapes [1,2], Reynolds number (Re) [3,4], Prandtl number (Pr) [5], and geometrical parameters [6–9], to determine an optimal design parameter and operation conditions. Most studies focus on the liquid heat transfer process, because of the higher heat transfer coefficients of denser fluids. The gas-gas heat exchangers often cost a lot of metal materials and space due to the low thermal conductivity, few scientists and engineers pay attention to this. But the gas waste heat takes up more than half of the industrial waste heat [13], so it is meaningful to employ the passive enhanced heat transfer technology on the gas-gas heat exchangers.

Rozzi et al. [4] used working fluids including whole milk, cloudy orange juice, apricot puree and apple puree, and performed experimental study on a shell and helically corrugated tube heat exchanger. The results confirm that helical corrugated tubes are especially effective in enhancing convective heat transfer for low Reynolds number values ranging from approximately 800 to the limit of the transitional flow regime in which a helical corrugated tube significantly enhances overall heat transfer performance. Vicente et al. [5] extended the experimental analysis to include a wide range of turbulent flow conditions with Re ranging from 2000 to 90,000 and Prandtl number (Pr) ranging from 2.5 to 100 in 10 types of corrugated tubes. Corrugated tubes present higher-pressure drop and heat transfer performance when compared with those of a smooth tube under the same flow conditions. Increases were observed in the friction factor coefficient from 20% to 300% and increases in Nusselt number up to 250%. A numerical investigation was performed by Mohammed et al. [6] to examine the effects of different geometrical parameters on thermal and flow fields through transversely corrugated circular tubes with Re ranging from 5000 to 60,000 and a heat flux corresponding to 50 W/cm².
Additionally, $Nu$ increased with increases in roughness height, width, and $Re$ and with a decrease in roughness pitch. Maximum $PEC$ was achieved with $Hl/D = 0.025$ for a pitch-to-tube diameter ratio of $pl/D = 0.5$ and a height-to-tube diameter ratio of $wl/D = 0.2$. More recently, Harleß et al. [14] performed an experimental study with gas-liquid heat exchangers relying on cross-corrugated tubes. The highest heat transfer enhancement was obtained with a corrugation height of 1.86 mm and a corrugation angle of $38.4^\circ$, and the optimal corrugation angle was expected...
دریافت فوری متن کامل مقاله

امکان دانلود نسخه تمام متن مقالات انگلیسی
امکان دانلود نسخه ترجمه شده مقالات
پذیرش سفارش ترجمه تخصصی
امکان جستجو در آرشیو جامعی از صدها موضوع و هزاران مقاله
امکان دانلود رایگان ۲ صفحه اول هر مقاله
امکان پرداخت اینترنتی با کلیه کارت های عضو شتاب
دانلود فوری مقاله پس از پرداخت آنلاین
پشتیبانی کامل خرید با بهره مندی از سیستم هوشمند رهگیری سفارشات