Manufacture and Mechanical Characterisation of High Voltage Insulation for Superconducting Busbars - (Part 1) Materials Selection and Development

N. Clayton, M. Crouchen, A. Devred, D. Evans, C-Y. Gung, I. Lathwell

PII: S0011-2275(16)30348-4
DOI: http://dx.doi.org/10.1016/j.cryogenics.2017.02.005
Reference: JCRY 2670

To appear in: Cryogenics

Received Date: 27 November 2016
Revised Date: 13 February 2017
Accepted Date: 17 February 2017

Please cite this article as: Clayton, N., Crouchen, M., Devred, A., Evans, D., Gung, C-Y., Lathwell, I., Manufacture and Mechanical Characterisation of High Voltage Insulation for Superconducting Busbars - (Part 1) Materials Selection and Development, Cryogenics (2017), doi: http://dx.doi.org/10.1016/j.cryogenics.2017.02.005

This is a PDF file of an unedited manuscript that has been accepted for publication. As a service to our customers we are providing this early version of the manuscript. The manuscript will undergo copyediting, typesetting, and review of the resulting proof before it is published in its final form. Please note that during the production process errors may be discovered which could affect the content, and all legal disclaimers that apply to the journal pertain.
Manufacture and Mechanical Characterisation of High Voltage Insulation for Superconducting Busbars - (Part 1) Materials Selection and Development

N. Clayton\textsuperscript{a}, M. Crouchen\textsuperscript{b}, A. Devred\textsuperscript{a}, D. Evans*\textsuperscript{a}, C-Y. Gung\textsuperscript{a}, I. Lathwell\textsuperscript{b}

(*communicating author)

\textsuperscript{a}ITER Organization, Route de Vinon-sur-Verdon, CS 90 046, 13067 St. Paul Lez Durance Cedex, France,

\textsuperscript{b}Rockwood Composites Ltd, 8 Venture Court, Bradley Lane, Newton Abbot, Devon TQ12 1NB, U.K.

Key Words: Superconducting magnets, Insulation, Mechanical properties, Polyimide, ‘Pre-preg’

Abstract

It is planned that the high voltage electrical insulation on the ITER feeder bus bars will consist of interleaved layers of epoxy resin-pre-impregnated glass tapes (‘pre-preg’) and polyimide. Consideration was given to introducing layers of bonded polyimide in regions where the mechanical stress was relatively low. In addition to its electrical insulation function, the bus-bar insulation must have adequate mechanical properties to sustain the loads imposed on it during ITER magnet operation. This paper reports an investigation into suitable materials to manufacture the high voltage insulation for the ITER superconducting busbars and pipework. An R&D programme was undertaken in order to identify suitable pre-preg and polyimide materials from a range of suppliers. Pre-preg materials were obtained from 3 suppliers and used with Kapton HN, to make mouldings using the desired insulation architecture. Two main processing routes for pre-pregs have been investigated, namely vacuum bag processing (out of autoclave processing) and processing using a material with a high coefficient of thermal expansion (silicone rubber), to apply the compaction pressure on the insulation. Insulation should have adequate mechanical properties to cope with the stresses induced by the operating environment and a low void content necessary in a high voltage application. The quality of the mouldings was assessed by mechanical testing at 77K and by the measurement of the void content.

1. Introduction

The superconducting magnets\textsuperscript{[1]} of the ITER tokamak are supplied with electrical current via superconducting busbars\textsuperscript{[2]} located in so-called ‘feeders’\textsuperscript{[3]}. The superconducting busbars are made of cable-in-conduit conductor and have a circular cross section with outer diameter 44.5 mm or 22 mm depending on the magnet to which they are connected; typical lengths of bus bar are in the order of 30 to 40 metres. Figure 1 shows, diagrammatically, one short section of a feeder ‘Current Lead’ with some of the many changes in section that have to be processed and to have, ‘low void content’ insulation.

The ITER device will have a number of ‘feeders’, each with two or more busbars, for each of the superconducting coils that go to make up the tokamak and in total, the length to be insulated is approximately 2100 m.

High voltages (up to 11 kV) are developed on the Central Solenoid and Poloidal Field magnets due to the pulsed operating nature of these magnets. The Toroidal Field Magnets will also develop voltages up to 4kV during fast discharge conditions\textsuperscript{[4]}. Higher voltages (up
دریافت فوری
متن کامل مقاله

امکان دانلود نسخه تمام متن مقالات انگلیسی
امکان دانلود نسخه ترجمه شده مقالات
پذیرش سفارش ترجمه تخصصی
امکان جستجو در آرشیو جامعی از صدها موضوع و هزاران مقاله
امکان دانلود رایگان ۲ صفحه اول هر مقاله
امکان پرداخت اینترنتی با کلیه کارت های عضو شتاب
دانلود فوری مقاله پس از پرداخت آنلاین
پشتیبانی کامل خرید با بهره مندی از سیستم هوشمند رهگیری سفارشات